
CALIFORNIA EEGIONAL VlA'rEE QUALI'rY CONTEOL BOAED
SAN FEANCISCO BAY REGION

OEDEE NO. 85-32

NPDES NO. CA0037958

WAS~.·E DISCHARGE REQUIEEMEN'I'S FOR'

NOVA'I'O SANI1'ARY DISTRICT
NOVATO, AND IGNACIO PLANTS
MARIN COUNTY

The California Regional Water Quality Control Board, San Francisco
Bay Region, (hereinafter Board), finds that:

1. Novato Sanitary District, (hereinafter called the Discharger),
submitted a report of waste discharge dated 10/8/84 for
reissuance of NPDES Permit No. CA0037958.

2. The discharger presently discharges an average dry weather
flow of 4.4 million gallons per day from the Novato and
Ignacio plants into San Pablo Bay, a water of the State and
united States. The treated wastewater is discharged through
an outfall about 950 feet offshore at Latitude 122 deg. 29
min. 00 sec. and Longitude 39 deg. 04 min. 00 sec.

3. The Novato and Ignacio plants are presently under construction
to upgrade the existing facilities. The upgraded facilities
will consist of:

Novato Treatment Plant - Primary clarification, activated
sludge, secondary clarification, nitrification, gravity
filtration and disinfection.

All flows up to 9 mgd will receive complete treatment. Flows
between 9 mgd and 16 mgd will only have primary treatment plus
gravity filtration and disinfection. All flows above 16 mgd
will only receive gravity filtration and disinfection. Dry
weather design flow is 4.53 mgd

Ignacio Treatment Plant - Primary clarification,
biofiltration, secondary clarification, nitrification, gravity
filtration and disinfection. All flows up to 4.04 mgd will
receive full treatment. When flows exceed 4.04 mgd the
secondary clarifier will receive primary influent in parallel
with the primary clarifier and then on to the nitrification
tower, gravity filters and chlorine flash mixer for
disinfection. Dry Vleather design flow is 2.02 mgd










































